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FIBER PATROL® FP1210 / FP1220
Hardened Multi-Zone Intrusion Detection Systems

Specifications

Max Zone Length:	 5 miles
Max Lead Cable Length:	 30 miles
Sensor Configuration:	 Multiple available
Zone Count:	 4 per processor
		  20 per chassis (RMC)

System Architecture

Jacket:	 Black UV-stabilized med 
density PE

Fiber Count: 	 18, expandable to 72
Optical Loss:	 0.5 dB/mi @ 1550nm
Outer Diameter:	 0.42”
Weight:	 280 lbs/mi
Compliances and Certifications:	 ANSI/ICEA, IEC, RUS, 

Telcordia GR-20

Sensor Cable

Fence Type & Construction:	 Most types of flexible fencing

Installation

Protection:	 Auto resetting polymer fuses
Consumption / Sensor:	 None
Consumption / Processor:	 DC Power: <500mA @ 12VDC
		  AC Power: <300mA @ 24VAC
Requirements / Processor:	 DC Power: 9-30 VDC
		  AC Power: 12-28 VAC
		  (half-wave, non-isolated)
		  20 VAC, C.T. from RMC

Electrical Power

Connectors

Optical:	 ST/PC
Power:	 Screw terminal block
RS-232 Data:	 Screw terminal block
IP Data:	 RJ-45 (10/100 Base-T)
Contact Closure:	 Screw terminal block

Op. Temp / Processor:	 -40 C to +70 C
Op. Temp / Sensor:	 -40 C to +70 C
Humidity / Processor:	 0%..95% (non condensing)
Humidity / Sensor:	 No restriction

Environmental

Data Interface

Local
	 Interface:	 RS-232
	 Data Rate:	 115.2 kbps
	 Format:	 XML
Network
	 Protocol:	 Ethernet
	 Compliance:	 IEEE 802.3
	 Format:	 XML

Contact Closures

Form:	 A (SPST, N.O.)
Max Current:	 150 mA
Max Voltage:	 75 VDC
On-State Resistance:	 24 Ohms

Mechanical

Circuit Board:	 IPC-compliant
Dimensions:
	 Standalone Module:	 7.0 x 4.9 x 3.0 in
			   17.8 x 12.4 x 7.6 cm
	 RMC Plugin Module:	 7.7 x 5.0 x 3.0 in
			   19.6 x 12.5 x 7.6 cm
Shipping Weight:	 3 lbs (1.4kg)

Sensor Controller / Optical

Laser Classification:	 Class IIIb
Laser Wavelength:	 1550nm
Connector Type:	 FC/APC




